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Low Frequency Inverter

51JT -'1 4FSJFT 1VSF 4JOF 8BWF *OWFSUFS XE
JOWFSUFS CBUUFSZ DIBSHFS BOE "$ BVUP USB
MPX *EMF $VSSFOU #54 DBCMF SFNPUF DPOUSPI

Pure Sine Wave Inverter
AC Input/Output
51T XBUU QPXFS JOWF3'UF3OSBROE] DPBTO QSPW

7"$ PVUQYPRXFS GPS UIF BQQMJBODFT BOE JU |
WJB UIF 48

AC/Battery Priority

OVS JOWFSUFS JT EFTJHOFE XJUI "$ QSJPSJUZ C

AC Input & Output
CBUUFSZ QSJPSJUZ CZ 48 TXJUDI

Adjustable Charging Current
5/F NBY DIBSHF DVSSFOU DBO CF BEKVTUFE GSPI

Auto Gen Start

Battery Charger 5/F JOWFSUFS DBO TUBSU VQ B HFOFSBUPS XIFO
BOE UVSO UIF HFOFSBUPS Pe' BGUFS CBUUFSZ DI
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CONTINUOUS OUTPUT POWER 4000W

Surge Rating

12000W (20 Seconds)

Low Battery Alarm

Low battery Trip(select by SW1)

AC Output 120VAC

AC Input 120VAC

Output Wave Pure Sine Wave (bypass mode)
Typical Transfer Time 10ms (MAX)

Nominal Efficiency >88%

DC Input

Nominal Input Voltage 24.0vdc

Minimum Start Voltage 20.0vdc

19.0Vdc-20.0Vdc
18.0Vdc-19.0Vdc (select by SW1)

AC input Range (Grid or Generator)

Over Charge Protection Shutdown

Selectable Charge Setting based on battery type
Adjustable charge current

Battery charger

High Voltage Alarm 32.0Vdc
Low battery Voltage Restart 26Vdc
lldle Consumption 48W
Power Saver Modeldle Consumption 19W
AC Charger

Charger Rate 50+/-5A

90V-135VAC/100V-135VAC (select by SW2)
31.4V

off 0%-100%

3-step intelligent battery charger

Packaging

Low Frequency Pure Sine Inverter
Accessories

Unit Weight

Unit Size

Shipping Weight

Shipping Size

4000W 24V
English Manual, Remote Control, BTS Cable
54 LB
22 x9.1x 7.5 inch
62.8LB
26.8 x 13.4x 13 inch
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